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Abstract
We report on the growth of ZnO nanocrystals having a hexagonal, prismatic shape, sized 700 nm × 600 nm, on bare indium tin

oxide (ITO) substrates. The growth is induced by a low ion flux and involves a low-temperature electrodeposition technique.

Further, vertically aligned periodic nanocrystal (NC) growth is engineered at predefined positions on polymer-coated ITO sub-

strates patterned with ordered pores. The vertical alignment of ZnO NCs along the c-axis is achieved via ion-by-ion nucleation-con-

trolled growth for patterned pores of size ≈600 nm; however, many-coupled branched NCs with hexagonal shape are formed when

a patterned pore size of ≈200 nm is used. X-ray diffraction data is in agreement with the observed morphology. A mechanism is

proposed to interpret the observed site-specific oriented/branched growth that is correlated to the pore size. As ordered NC arrays

have the potential to generate new collective properties different from single NCs, our first demonstration of a cost effective and

facile fabrication process opens up new possibilities for devices with versatile functionalities.
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Introduction
Metal oxide semiconductor nanostructures are quite interesting

not only in terms of the basic growth mechanism involved in

their fabrication, but also due to the large number of applica-

tions based on them in the field of nanoscale optoelectronics

[1-4]. ZnO is an important direct band gap (≈3.3 eV), nontoxic,

metal oxide semiconductor, which can readily be used for opto-

electronic applications. The properties of ZnO can be tailored

by changing the morphology of the structures. Thus, fabrica-

tion of ZnO having different morphological structures such as

nanorods [5-7], nanowires [8], tetrapods [9], nanodisks [10],

nanotubes [11], flowers [12], and nanocrystals [13], have been

reported. Among the many nanostructured morphologies

possible for ZnO, self-assembled ZnO nanocrystals (NCs) have

been attracting great attention due to their versatile applications

[14]. Self-assembled NC arrays collectively can possibly

demonstrate new properties, unlike the fixed properties of

single NCs, forming new nanostructures with useful functionali-

ties. Semiconductor NC self-assembly depends on the shape

and size of the NCs, a broad range of interactions comprising

the cohesive forces of the bulk material, as well as strong
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coulomb interactions, weak van der Waal forces, and hydrogen

bonding. There are reports on the growth of self-assembled

twinned pyramids and twinned ZnO nanocrystals [14-16]. The

growth of self-assembled NCs is generally reported by solution-

based methods such as hydrothermal and solvothermal tech-

niques, which are time consuming, involve multistep methodol-

ogies and may be cost ineffective processes [15-20]. In addi-

tion to that, these solution-based methods employ a high con-

centration of precursors and the growth is controlled by some

additional reactants during the chemical reaction such as KOH,

LiOH and NaOH [21,22]. These additional reactants are em-

ployed to reduce the growth rate as well as growth temperature.

But, even for a very small concentration of additional reactant

added in the reaction bath, the incorporation of some exotic

metal ions in the ZnO lattice may produce some inadvertent

defect levels and charge carrier recombination centers, in turn

deteriorating some of the important material properties. More-

over, these reactants are responsible for changing the surface

energy of the crystal facets in an undefined and complex way,

which results in the formation of branched nanostructures [21].

Another disadvantage of these solution-based techniques is that

the growth takes place in the solution itself and the grown nano-

crystals are distributed randomly when collected on the sub-

strate. However, in applications like solar cells based on core/

shell ZnO nanocrystals, site-specific growth of the well-aligned

nanocrystals is quite important. Therefore, the position-con-

trolled oriented growth of ZnO NC array architectures is highly

desirable for practical applications.

In order to simultaneously accomplish the controllable growth

of highly ordered as well as highly oriented ZnO NCs with high

throughput and maintain low cost for possible large-scale pro-

duction, we have explored the feasibility of the process based

on the combination of employing the use of patterned sub-

strates and a cost-effective growth technique. In particular, we

demonstrate the growth of hexagonal faceted self-assembled

twin ZnO NCs on bare indium tin oxide (ITO) substrate via a

facile low temperature electrodeposition technique that has the

potential of yielding good crystal quality with a variety of

possible nanoarchitectures under low ion-flux conditions. This

growth method has many advantages over the techniques em-

ployed in the earlier reports, such as controlled, fast and mass-

production process of material fabrication; no requirement of

additional reactant (generally used for decreasing the growth

temperature and growth rate); cost-effective (due to employing

a simple electrolytic bath cell and current source) and ability to

grow various nanostructures at ambient pressure and tempera-

ture. Moreover, the directed nanocrystal growth can be accom-

plished on a substrate, rather than in the solution. Furthermore,

from the current reported work it is quite difficult to conclude

about the nature of twinning, that is, whether twinning appears

by joining two NCs or if a single nanocrystal gives rise to the

twinned crystal. However, in the electrodeposition technique,

since the growth proceeds from a nucleus formed on the con-

ducting substrate used as an electrode, this technique can play

an important role to shed some light on the plausible growth

mechanism involved in the fabrication of twinned ZnO NCs.

We demonstrate the growth of self-assembled twin ZnO NC

arrays at predefined positions by employing polymer-coated

ITO substrates patterned with periodic ordered pores. The

growth of c-axis-aligned twin ZnO nanocrystal arrays was

achieved at specific sites via a low-temperature electrodeposi-

tion technique with excellent control over orientation, dimen-

sion, and location. The effect of a patterned pore size in control-

ling the growth of array vs branched ZnO NCs is shown. A

mechanism based on the nucleation and growth is proposed to

understand the oriented/branched twin ZnO NC morphologies.

Experimental
Growth of ZnO nanocrystals
An electrodeposition technique was employed to grow ZnO

nanocrystals on both bare and on an array of pores patterned

on the polymer-coated indium-doped tin oxide (ITO) conduct-

ing substrates. The patterning process for the polymer,

poly(Disperse Red 1 acrylate), involves laser interference li-

thography and oxygen plasma etching and has been reported in

detail previously [23]. Two different sizes of pores with diame-

ter ≈600 and ≈200 nm patterned on the ITO substrate employed

in the present work are shown in Figure 1. The period of the

pores was kept nearly the same. The electrodeposition process

was carried out in a specially designed, closed, three electrode,

glass cell. The bare/polymer-coated patterned ITO substrates

were used as a working electrode (2 × 2 cm2) while a platinum

sheet (2.5 × 2.5 cm2) and a saturated calomel electrode (SCE)

were used as the counter and reference electrodes, respectively.

The electrolyte (bath) temperature was kept at 60 °C. For the

growth of ZnO, the precursor solution was obtained from the

1 mM Zn(NO3)3·6H2O. The electrochemical deposition of ZnO

was carried out in solution having pH ≈5.6 at deposition poten-

tial −1.0 V (vs SCE) for 15 minutes using an electrochemical

analyzer (CHI1104A). After deposition, the sample was re-

moved from the electrolyte and rinsed in deionized water [24].

The sample grown on bare ITO is named as SB; the samples

grown on patterned ITO with pore size ≈600 and ≈200 nm are

named as S600 and S200, respectively.

Characterization of ZnO nanocrystals
The ZnO nanocrystals grown on bare/patterned ITO were struc-

turally characterized using an X-ray diffractometer (PANalyt-

ical X’pert Pro model) having Cu Kα radiation (λ = 1.54 Å) in

the 2θ range 20° to 80° using grazing incidence X-ray diffrac-
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Figure 1: Field emission scanning electron microscopy images of (a) polymer-coated ITO patterned with a pore size of ≈600 nm, and (b) polymer-
coated ITO patterned with a pore size of ≈200 nm.

tion (GIXRD). The setup consists of an X-ray mirror, a Ni filter,

and a PIXcel3D detector in scanning line mode. The surface

morphology of the prepared samples was investigated by using

a field emission scanning electron microscopy (FESEM) using a

Zeiss Supra 40 device. A JEOL 2200FS transmission electron

microscope (TEM) was used to investigate the crystallinity of

the NCs.

Results and Discussion
The FESEM images of ZnO NCs grown on bare ITO and on the

array of pores patterned on the polymer-coated ITO substrates

are shown in Figure 2. ZnO NCs grown on bare ITO are shown

in Figure 2a–c and exhibit hexagonal prismatic shape that is

characteristic of the wurtzite structure of ZnO. The crystals are

well separated from each other and are oriented randomly on

the substrate. This exhibits a central grain boundary (GB) per-

pendicular to the elongation direction (marked with dotted line

in Figure 2b,c) that is generally assigned to twinning. These

crystals with well-defined hexagonal face and side facets pos-

sess an overall length (2L) of ≈700 nm and a width/diagonal

(D) of ≈600 nm. Typically, the top hexagonal faces of nano-

crystals are composed of flat hexagonal terraces as seen in

Figure 2b,c, characteristic of the layer-by-layer growth mecha-

nism and are thus a clear indication of the ion-by-ion nucle-

ation-controlled deposition process [5,25]. So, we observe that

twinned ZnO NCs with almost the same diagonal dimension

grow on bare ITO, though in random orientations. However,

these become vertically aligned when grown in pores patterned

on an ITO substrate with pore diameter ≈600 nm. Figure 2d–f

shows the growth of such ZnO NCs (sample S600). It can be

seen that the ZnO NCs grow in the pores on the ITO surface

which is not covered with polymer. The growth of NCs is quite

periodic as guided by the pore pattern. It can be further seen

that the twinned ZnO NCs are grown in such a way that hexago-

nal faces, that define the c-axis, are parallel to the substrate. In

Figure 2e,f, the central grain boundary perpendicular to the

elongation direction can be clearly seen and indicates that

polymer-assisted growth on ITO did not affect the morphology

of twin NCs but helps to align them with their c-axis normal to

the substrate. Moreover, the length and width of crystals are

same as observed in the SB sample. Thus, we can say that the

periodic array of c-axis-oriented twinned NCs at predetermined

sites can be grown by patterning the polymer-coated ITO sub-

strate. We also tried to control the width of well-aligned ZnO

NCs by employing ITO patterned with a pore size of ≈200 nm

(Figure 2g–i). Surprisingly, in contrast to the S600 sample,

wherein crystals with c-axis normal to the ITO substrate are

formed, many coupled branched ZnO NCs with hexagonal

shape are revealed when the pore size was decreased to

≈200 nm (sample S200), demonstrating the significant effect of

pore size on the morphology of ZnO NCs. However, it may be

pointed out that although the overall morphology of the NCs is

changed in S200, the periodicity observed is maintained in both

S600 and S200 samples as per the pore pattern planned on the

ITO substrate.

Now, the growth of twinned NCs on ITO substrate can be

understood in terms of nucleation and growth kinetics involved

during the fabrication process. The electrodeposition technique

employed in this work rules out the formation of twinned ZnO

NCs by co-joining two individual crystals of length ≈L (as is

possible in solution-based techniques where two crystals inde-

pendently formed by homogeneous nucleation in the solution

itself can get coupled) as the growth starts by heterogeneous nu-

cleation on the ITO surface. Since twinned crystals are ob-

served to be formed, it is plausible that initially ZnO NCs
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Figure 2: Top view FESEM images of ZnO NCs for (a, b, c) SB (on bare ITO) (d, e) S600 (on patterned ITO with pore size ≈600 nm), (g, h) S200 (on
patterned ITO with pore size ≈200 nm) at low magnification and at high magnification; and the cross-sectional view for (f) S600 (i) S200, respectively.

having length ≈L and width ≈D grow on the bare ITO surface,

and subsequently, a second set of crystalline material starts to

grow on the top of first crystal and, in the process, leads to for-

mation of twinned ZnO NCs. It is interesting to note that both

the crystals forming the twin are almost of same dimensions, L

and D. The obvious question is what gives rise to twin forma-

tion. The twin growth can be understood as follows. ZnO

crystal structure consists of hexagonally close packed oxygen

and zinc atoms. ZnO crystals consists of a top tetrahedron

corner-exposed polar zinc (0001) face, six symmetric non-polar

{ } planes parallel to the [0001] direction, and a basal polar

oxygen ( ) face [17]. It is well known that the hexagonal

wurtzite ZnO has two polar planes (0001) and ( ), which

have high surface energy that can absorb new small particles to

reduce its surface energy and thus ZnO NCs are oriented to

grow along the [0001] direction [17]. The attractive force be-

tween the two basal planes is a prime requirement to make a

twinned crystal. So, two negatively charged O (or positively

charged Zn-terminated) crystal planes of ZnO can be linked

together by adsorption of positively (or negatively) charged

species. In the present work, only Zn(NO3)3·6H2O is used as

precursor to fabricate ZnO crystals and the reaction involved for

the formation of ZnO crystals is as follows:

As only NO2
− ions are released during the reaction, so we can

say that the two positively charged Zn-terminated polar planes

are connected together by adsorption of NO2
− and this could

understandably account for the attractive force needed between

two Zn-terminated basal planes for eventual formation of

twinned NCs of ZnO.
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The growth of c-axis oriented/branched ZnO NCs can be corre-

lated to pore-size-dependent growth kinetics of ZnO crystals. In

the case of the S600 sample that exhibits a vertical array of ZnO

nanocrystals, the size of the pore was approximately equal to

the width of ZnO NCs that are formed on bare ITO (sample

SB). The growth conditions, still being same, allow the unhin-

dered growth of ZnO NCs identical to that of the SB case,

except only on the specific sites on the ITO surfaces exposed by

patterning that are available for the heterogeneous nucleation.

As the size of the pore was equal to the width of ZnO NCs

grown on bare ITO, the lateral growth on the substrate is not

restricted by the walls of the pores; however, the growth direc-

tion becomes aligned normal to the substrate. It is well known

that ZnO crystals can be grown on ITO substrate with the

(0001) plane parallel to the substrate plane. This results in the

formation of c-axis-oriented NCs and twinning appears as ex-

plained earlier. But, in the case of S200 sample, the size of the

patterned pore is three times smaller than the width of the crys-

tals grown in case of SB and S600 samples. This results in the

constrained lateral growth due to the walls of the pore and

results in increased surface energy at the side faces of ZnO

NCs. The constrained growth continues until the ZnO crystal

grows to fill the pore and comes above the pore walls. Subse-

quently the seven surfaces (six sides and one top surface) serve

as secondary nucleation sites and growth restarts from these

high surface energy sites in order to reduce the surface energy

accumulated from pore wall constrained growth. The branched

coupled crystals are thus formed. So, we can conclude that the

size of the patterned pore plays a crucial role to determine the

morphology developed during the growth process.

XRD spectra of twinned ZnO NCs grown on the bare and

patterned ITO substrates are shown in Figure 3. The XRD

patterns of all the samples show that all the observed peaks cor-

respond to hexagonal wurtzite phase (JCPDS 05-0664) of ZnO.

The absence of any additional peak suggests that no other phase

is formed. The peak marked by (*) emerged from the under-

lying ITO substrate. The substrate peak has relatively low inten-

sity since the used GIXRD setup measures the volume close to

the sample surface. It can be further seen that the XRD pattern

of ZnO NCs grown on bare ITO does not show any preferential

orientation for a particular plane and indicates the random ori-

entation of the crystals grown on the bare ITO substrate, which

is in accordance with the FESEM observations (Figure 2a). In

contrast, the XRD pattern of S600 is dominated by a sharp

diffraction peak at 34.4° corresponding to (002) planes and is

indicative of the growth of ZnO NCs with the c-axis perpendic-

ular to the substrate [5]. Some weak peaks corresponding to

ZnO phase, e.g., (103), are also present on account of the slight

tilt of the NCs away from vertical. The XRD results and

FESEM images (Figure 2d) exhibiting vertically standing hex-

agonal prisms are consistent with each other. However, the

XRD spectra of S200 shows no preferential orientation of any

particular plane. This is in accordance with the FESEM data of

the sample (Figure 2g), where ZnO NCs with branches oriented

in various non-vertical directions are observed. Thus, we can

conclude that the observed FESEM and XRD observations are

consistent with each other with respect to the oriented and

aligned growth of ZnO NCs or otherwise.

Figure 3: X-ray diffraction spectra of ZnO NCs for SB (on bare ITO),
S600 (on patterned ITO with pore size ≈600 nm), and S200 (on
patterned ITO with pore size ≈200 nm).

To further examine the crystal structure and morphology of the

twinned ZnO NCs, TEM measurements were performed and the

recorded images for the S600 sample are shown in Figure 4.

Figure 4a,b shows the low-resolution bright-field TEM images

of the hexagonal-shaped twinned S600 ZnO NCs. The figures

reveal a smooth and clean surface with flat hexagonal terraces

at the top of ZnO NCs having width/diagonal D ≈ 600 nm,

which is consistent with the observed FESEM in Figure 2d,e.

The corresponding high-resolution TEM (HRTEM) image is re-

corded to further investigate the morphological characteristics

of ZnO NCs. The observed sharp lattice fringes in the HRTEM

image reveal the good crystallinity of twinned ZnO NCs. This is

possibly due to the low ion flux arriving at the substrate surface

that promotes the formation of well-ordered hexagonal-shaped

twinned ZnO NCs followed by a controlled heterogeneous ion-

by-ion growth mechanism [5,6] as demonstrated by the lattice

fringes in Figure 4c. The NCs exhibit interplanar spacing of

d ≈ 2.6 Å belonging to the (002) lattice plane of the wurtzite

phase of ZnO (JCPDS 05-0664), which is well in agreement

with the XRD results (Figure 3). Moreover, the selected area

electron diffraction (SAED) pattern (Figure 4d) reveals the

excellent crystallinity of ZnO NCs and confirms the growth of

the c-axis normal to the substrate in these twinned ZnO NCs.
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Figure 4: Microstructure characterization of hexagonal-shaped twinned ZnO NCs for the S600 sample. (a, b) Low-resolution TEM image, (c) high-
resolution TEM image, and (d) selected area electron diffraction pattern.

Now we compare our growth method and quality of twinned

ZnO NCs with similar structures reported previously. Greer et

al. [15] have employed gelatin as the structure-directing agent

to fabricate twinned ZnO NCs. The removal of embedded

gelatin in NCs requires calcination at 600 °C, which may in turn

impact the physical properties on account of the known role of

oxygen vacancies and defects on electron transport behavior of

ZnO [26,27]. But in our case no such high temperature process-

ing is required at any stage. Cho et al. [17] have used a solution

method with tri-potassium citrate and trisodium citrate as addi-

tional reagents to grow the twinned ZnO NCs. The growth

method they adopted involves multiple steps and is quite time

consuming as zinc acetate dihydrate and ammonia solution con-

taining citrates is initially kept at 90 °C for one hour in a

Teflon-lined autoclave and subsequently dried in an oven at

60 °C for 12 hours. Taubert et al. [18-20] have employed differ-

ent polymers to grow the twinned ZnO NCs, but the surface

quality and flatness of their NCs are quite low compared to

those synthesized in our case, which are almost atomically flat.

In addition to that, none of the previous reports exhibit fabrica-

tion of well-aligned periodic arrays of ZnO NCs and site-specif-

ic growth, which is quite essential for their use in novel techno-

logical applications.

Conclusion
The growth of twinned nanocrystals of ZnO, 700 nm length and

600 nm width, with hexagonal prismatic shape has been demon-

strated by employing a low-temperature single-step electrode-

position process, free of any supplementary reactants/additives,

by creating low ion-flux conditions. It is further demonstrated

that the ITO substrate patterned with a pore size of ≈600 nm

provides site-specific growth centers for fabrication of ordered

arrays of twin ZnO NCs with their c-axis [0001] perpendicular

to the substrate plane. In contrast, a substrate patterned with a

pore size of ≈200 nm (significantly smaller than the width of

the NCs that form under uninhibited growth on the bare ITO

surface) leads to the formation of coupled branched ZnO NCs.

Plausible growth mechanisms underlying the formation of

twinned crystals oriented/branched ZnO NCs are presented. The

formation of twins seems to be facilitated by the linking of the

two positively charged Zn polar surfaces of ZnO NCs by the

negatively charged NO2
− ions. The formation of branched

structures is attributed to the constrained lateral growth due to

limit imposed by the pore walls and the associated increase in

surface energy. In the absence of such a constraint, for example,

in the case where the pore size matches the crystal width, a

vertically aligned twinned NC array is formed. Such a simple,



Beilstein J. Nanotechnol. 2019, 10, 274–280.

280

cost effective and large area, scalable fabrication of ZnO NC

array potentially opens a path for new device possibilities with

novel functionalities.

Acknowledgements
S.C. and D.K.P. acknowledge the financial support from DST

under the Indo-Finland Project [INT/FIN/P-12]. V.D. and H.L.

acknowledge support from the Academy of Finland project

284529. C.K. and V.K. would like to acknowledge the support

of Aalto University’s Doctoral school. We thankfully acknowl-

edge Dr. Dinesh Kumar for helping in the discussion and manu-

script writing.

ORCID® iDs
Rekha Bai - https://orcid.org/0000-0001-9080-0754
Dinesh K. Pandya - https://orcid.org/0000-0002-1604-1187
Sujeet Chaudhary - https://orcid.org/0000-0002-0535-6132
Vladislav Khayrudinov - https://orcid.org/0000-0002-4125-6104
Christoffer Kauppinen - https://orcid.org/0000-0002-2850-2702
Harri Lipsanen - https://orcid.org/0000-0003-2487-4645

References
1. Wei, Y.; Wu, W.; Guo, R.; Yuan, D.; Das, S.; Wang, Z. L. Nano Lett.

2010, 10, 3414–3419. doi:10.1021/nl1014298
2. Singh, A.; Senapati, K.; Satpati, B.; Sahoo, P. K.

Phys. Chem. Chem. Phys. 2017, 19, 14012–14019.
doi:10.1039/c7cp01880k

3. Son, N. T.; Noh, J.-S.; Park, S. Appl. Surf. Sci. 2016, 379, 440–445.
doi:10.1016/j.apsusc.2016.04.107

4. Li, Q.; Kumar, V.; Li, Y.; Zhang, H.; Marks, T. J.; Chang, R. P. H.
Chem. Mater. 2005, 17, 1001–1006. doi:10.1021/cm048144q

5. Kumar, D.; Bai, R.; Chaudhary, S.; Pandya, D. K. Mater. Today Energy
2017, 6, 105–114. doi:10.1016/j.mtener.2017.09.004

6. Bai, R.; Kumar, D.; Chaudhary, S.; Pandya, D. K. J. Phys. Chem. C
2018, 122, 14408–14419. doi:10.1021/acs.jpcc.8b04675

7. Mahalingam, T.; Lee, K. M.; Park, K. H.; Lee, S.; Ahn, Y.; Park, J.-Y.;
Koh, K. H. Nanotechnology 2007, 18, 035606.
doi:10.1088/0957-4484/18/3/035606

8. Huang, M. H.; Wu, Y.; Feick, H.; Tran, N.; Weber, E.; Yang, P.
Adv. Mater. (Weinheim, Ger.) 2001, 13, 113–116.
doi:10.1002/1521-4095(200101)13:2<113::aid-adma113>3.0.co;2-h

9. Rackauskas, S.; Mustonen, K.; Järvinen, T.; Mattila, M.; Klimova, O.;
Jiang, H.; Tolochko, O.; Lipsanen, H.; Kauppinen, E. I.; Nasibulin, A. G.
Nanotechnology 2012, 23, 095502.
doi:10.1088/0957-4484/23/9/095502

10. Park, W. I.; Yi, G.-C.; Kim, M.; Pennycook, S. J.
Adv. Mater. (Weinheim, Ger.) 2002, 14, 1841–1843.
doi:10.1002/adma.200290015

11. Pan, Z. W.; Dai, Z. R.; Wang, Z. L. Science 2001, 291, 1947–1949.
doi:10.1126/science.1058120

12. Zhang, T.; Dong, W.; Keeter-Brewer, M.; Konar, S.; Njabon, R. N.;
Tian, Z. R. J. Am. Chem. Soc. 2006, 128, 10960–10968.
doi:10.1021/ja0631596

13. Viswanatha, R.; Amenitsch, H.; Sarma, D. D. J. Am. Chem. Soc. 2007,
129, 4470–4475. doi:10.1021/ja068161b

14. Javon, E.; Gaceur, M.; Dachraoui, W.; Margeat, O.; Ackermann, J.;
Saba, M. I.; Delugas, P.; Mattoni, A.; Bals, S.; Van Tendeloo, G.
ACS Nano 2015, 9, 3685–3694. doi:10.1021/acsnano.5b00809

15. Greer, H. F.; Zhou, W.; Liu, M.-H.; Tseng, Y.-H.; Mou, C.-Y.
CrystEngComm 2012, 14, 1247–1255. doi:10.1039/c1ce05958k

16. Chen, X.; Song, X.; Qiao, W.; Zhang, X.; Sun, Y.; Xu, X.; Zhong, W.;
Du, Y. CrystEngComm 2016, 18, 9139–9151. doi:10.1039/c6ce02056a

17. Cho, S.; Jang, J.-W.; Jung, S.-H.; Lee, B. R.; Oh, E.; Lee, K.-H.
Langmuir 2009, 25, 3825–3831. doi:10.1021/la804009g

18. Taubert, A.; Kübel, C.; Martin, D. C. J. Phys. Chem. B 2003, 107,
2660–2666. doi:10.1021/jp020569h

19. Taubert, A.; Palms, D.; Weiss, Ö.; Piccini, M.-T.; Batchelder, D. N.
Chem. Mater. 2002, 14, 2594–2601. doi:10.1021/cm011670m

20. Taubert, A.; Glasser, G.; Palms, D. Langmuir 2002, 18, 4488–4494.
doi:10.1021/la011799a

21. Sun, X.; Qiu, X.; Li, L.; Li, G. Inorg. Chem. 2008, 47, 4146–4152.
doi:10.1021/ic702348c

22. Tang, L.; Ding, X.; Zhao, X.; Wang, Z.; Zhou, B. J. Alloys Compd. 2012,
544, 67–72. doi:10.1016/j.jallcom.2012.07.138

23. Kauppinen, C.; Haggren, T.; Kravchenko, A.; Jiang, H.; Huhtio, T.;
Kauppinen, E.; Dhaka, V.; Suihkonen, S.; Kaivola, M.; Lipsanen, H.;
Sopanen, M. Nanotechnology 2016, 27, 135601.
doi:10.1088/0957-4484/27/13/135601

24. Singh, T.; Pandya, D. K.; Singh, R. Opt. Mater. 2013, 35, 1493–1497.
doi:10.1016/j.optmat.2013.03.015

25. Ohring, M. Materials Science of Thin Films, 2nd ed.; Academic Press:
Cambridge, MA, U.S.A., 2002; p 358.
doi:10.1016/b978-0-12-524975-1.x5000-9

26. Rotella, H.; Mazel, Y.; Brochen, S.; Valla, A.; Pautrat, A.; Licitra, C.;
Rochat, N.; Sabbione, C.; Rodriguez, G.; Nolot, E.
J. Phys. D: Appl. Phys. 2017, 50, 485106.
doi:10.1088/1361-6463/aa920b

27. Singh, A.; Chaudhary, S.; Pandya, D. K. Acta Mater. 2014, 77,
125–132. doi:10.1016/j.actamat.2014.05.048

License and Terms
This is an Open Access article under the terms of the

Creative Commons Attribution License

(http://creativecommons.org/licenses/by/4.0). Please note

that the reuse, redistribution and reproduction in particular

requires that the authors and source are credited.

The license is subject to the Beilstein Journal of

Nanotechnology terms and conditions:

(https://www.beilstein-journals.org/bjnano)

The definitive version of this article is the electronic one

which can be found at:

doi:10.3762/bjnano.10.26

https://orcid.org/0000-0001-9080-0754
https://orcid.org/0000-0002-1604-1187
https://orcid.org/0000-0002-0535-6132
https://orcid.org/0000-0002-4125-6104
https://orcid.org/0000-0002-2850-2702
https://orcid.org/0000-0003-2487-4645
https://doi.org/10.1021%2Fnl1014298
https://doi.org/10.1039%2Fc7cp01880k
https://doi.org/10.1016%2Fj.apsusc.2016.04.107
https://doi.org/10.1021%2Fcm048144q
https://doi.org/10.1016%2Fj.mtener.2017.09.004
https://doi.org/10.1021%2Facs.jpcc.8b04675
https://doi.org/10.1088%2F0957-4484%2F18%2F3%2F035606
https://doi.org/10.1002%2F1521-4095%28200101%2913%3A2%3C113%3A%3Aaid-adma113%3E3.0.co%3B2-h
https://doi.org/10.1088%2F0957-4484%2F23%2F9%2F095502
https://doi.org/10.1002%2Fadma.200290015
https://doi.org/10.1126%2Fscience.1058120
https://doi.org/10.1021%2Fja0631596
https://doi.org/10.1021%2Fja068161b
https://doi.org/10.1021%2Facsnano.5b00809
https://doi.org/10.1039%2Fc1ce05958k
https://doi.org/10.1039%2Fc6ce02056a
https://doi.org/10.1021%2Fla804009g
https://doi.org/10.1021%2Fjp020569h
https://doi.org/10.1021%2Fcm011670m
https://doi.org/10.1021%2Fla011799a
https://doi.org/10.1021%2Fic702348c
https://doi.org/10.1016%2Fj.jallcom.2012.07.138
https://doi.org/10.1088%2F0957-4484%2F27%2F13%2F135601
https://doi.org/10.1016%2Fj.optmat.2013.03.015
https://doi.org/10.1016%2Fb978-0-12-524975-1.x5000-9
https://doi.org/10.1088%2F1361-6463%2Faa920b
https://doi.org/10.1016%2Fj.actamat.2014.05.048
http://creativecommons.org/licenses/by/4.0
https://www.beilstein-journals.org/bjnano
https://doi.org/10.3762%2Fbjnano.10.26

	Abstract
	Introduction
	Experimental
	Growth of ZnO nanocrystals
	Characterization of ZnO nanocrystals

	Results and Discussion
	Conclusion
	Acknowledgements
	ORCID iDs
	References

